
Multiple receptacle 
combinations

Heavy duty, aluminum welded frame

NEMA 3R rainproof cover

• Construction
• Ship building
• Industrial
• Maintenance
• Power for tent lighting

1.800.ERICSON   �   ericson.com   �   info@ericson.com

Big-E Jr.™ Series 60-200 Amp 
Power Distribution Unit

Other Standard Features: Applications:

• Utility
• Warehouse
• Data centers
• Retail locations

• Select models cETLus listed for U.S. and Canada 
• Up to 200 Amp capacity 
      • Feed-thru units (CAM2 Models) are rated 
        400 Amp w/ CAM set
• 120Y208V, 120/240V, 480V, or 600V 
• 1Ø and 3Ø options 
• NEMA 3R in-use
• Product customizations are available upon request

CL3120

Selection Guide:

Part Number

Input Power Output Connections

CS6369 
Twist-lock

Recptacles and Circuit ProtectionFemale Mains 
Feed-thru

N/A

N/A

N/A

N/A

N/A

N/A

CS6375 
Twist-lock

Male Inlet Type

CAM Set (4)

CAM Set (4)

CAM Set (4)

CAM Set (5)

CAM Set (5)

CAM Set (5)

CAM Set (5) CAM Set (5)

Phase

1

1

1

1

3

3

3

3

Volts

120/240V

120/240V

120/240V

120/240V

120Y208V

120Y208V

120Y208V

120Y208V

(8) NEMA 5-20 T Slot GFCI Duplex, (8) 20A C.B.

(12) NEMA 5-20 T Slot GFCI Duplex, (12) 20A C.B.

(6) NEMA 5-20 T Slot Duplex (1) CS6369 - 50A C.B. (6) GFCI C.B.

(6) NEMA 5-20 T Slot Duplex (2) CS6369 - 50A C.B. (6) GFCI C.B.

(6) CS6369 - 50A C.B.

(6) CS6369 - 50A C.B.

(12) NEMA 5-20 T Slot GFCI Duplex, (12) 20A C.B.

(16) NEMA 5-20 T Slot GFCI Duplex, (16) 20A C.B.

BE1-T50CM1080

BE1-CAMCL1061

BE1-CAMCL1120

BE1-CAMCL1160

BE1-CAMCL30061

BE1-CAM2CL30061

BE1-CAMCL3062-1

BE1-CAMCL3120

1) 50 Amp PDU Feeder Design
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Part Number Breakdown:

BE1 - CAM 2 C L 1 XY Z L

Series
BE1 = 60 - 200 amps

Main Feed thru
2 = Camlock feed thru 
blank for no feed thru

Enclosure type
c = Combo enclosure

Phase
1 = single (120/240V)
3 = three (120Y/208V)

Input type
l = main lug (240v Max)

m = main breaker
 (200a max)

receptacle type
l = locking 

(leave blank if not 
required)

20a output receptacles
(5-20 Duplex)
XY = quantity 

(example = 08)

Inlet type
CAM = Camlock

T50 = 50A 120/240v 
Oscar Male inlet

50a cs6369 oscar 
receptacle
Z = Quantity

(example = 1)

Accessories:

Product Product Description

63BSO / 63DSO 50 amp Industrial cordests, 50 ft. or 100ft. available 

CP5-36-ID 5 Channel Tufftraxx cable and hose protectors

Misc. Cordsets 50 ft. or 100 ft. molded cordsets

Compact 50 Amp PDU 50 Amp power distribution unit 


