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Dusk to Dawn Nightlight

 1-year standard warranty (further details available at www.maxlite.com/warranties) 

Phone: 1-800-555-5629 Fax: 973-244-7333 Web: www.maxlite.com E-mail: info@maxlite.com PLM# 600 Rev: 03/23/21

© 2020 Specifications subject to change without notice.

PROJECT NAME:___________________________________________________________________   CAT. #: _________________________________________________________ 
NOTES:____________________________________________________________________________   FIXTURE SCHEDULE:_____________________________________________

Description: 
MaxLite’s LED Dusk to Dawn Night Light is the easy and energy-saving 
way to light your home at night. This plug-in night light features a dusk-to-
dawn sensor that automatically turns the light on at night and off during 
the day. The compact size is perfect for adding small amounts of light to 
closets, bathrooms and hallways. 

Specification UNL-DTDS-BP

SPECIFICATION DETAILS

Efficacy (lm/W) 2.0

Lumens (lm) 0.6

Maximum Input Voltage (VAC) 120VAC

Nominal Input Frequency (Hz) 60Hz

Watts LED 0.3W

Maximum Line Current (Amps) 15A

Color Temperature (K) 3000K

Operating Temperature 32°F to 104°F

Controls Dusk to Dawn Sensor

Construction ABS

Dimensions
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PRODUCT SPECIFICATIONS

Model: LD-29 NIGHT LIGHT

Technical Specifications
Maximum Input Voltage (VAC) 120VAC
Nominal Input Frequency (Hz) 60Hz
Watts LED 0.3W
Maximum Line Current (Amps) 15A
Product weight（g）
Certifications ETL & CETL Listed
Standard UL1786
Product Colors White Colors (Top and Botton)
Housing Material ABS / Plastic UL94V-0
Enclosure Containment Design Screws
Plug Design NEMA 1-15P

Environmental
Operating Temperature -0 to 40 degrees Celsius
Conditions of Operation Indoor only

Product Size(Unit:mm)

Manufacturing and Production-Line Test Requirements

Max Input voltage Rated 1 minute 132Vac, No damage
Safety test
Hi Pot test 1250Vac 1 Minute, No breakdown
Leakage current test N to G, L to G 0.5mA Max
Insulation resistance AC input to USB O/P 100mohm max

Revisions:
Rev Description of change Date Approved By Initials
A/1 Product specifications 3/2/2019 Allen Ding
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