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1. Open fixing screw of fixture.
2. Separate Part C from Part A and Part B.

paste the gasket to part C.
4. Trim and connect wires.
5. Fix Part C on the wall with screws.
6
7. Install Part A and Part B on Part C.
8. Check whether the hinge is installed in right place.

10 & 11. Adjust the screws and change the fixture to the required

4. Couper et brancher les fils.

6. Après avoir relié les fils, colle de silicone appy autour

8. Vérifiez si la charnière est installée au bon endroit.
9. Verrouillez les vis de la boîte de puissance étroitement.
10 à 11. Ajustez les vis et changez l'appareil à l'angle requis.
    Alors verrouillez-le bien.

Apague la alimentación antes de la instalación
1. Abra el tornillo de fijación del accesorio.
2. Separe la Parte C de la Parte A y la Parte B.
3. Punzonado en la pared por taladro de acuerdo con
el agujero de instalación.Pase el cable a través
de la parte C y la junta de montaje, y luego pegue la junta a la parte C.
4. Recortar y conectar los cables.
5. Fije la parte C en la pared con tornillos.
6. Después de conectar los cables, pegamento

de silicone appy alrededor de la caja de conexiones.
7. Instale la Parte A y la Parte B en la Parte C.
8. Compruebe si la bisagra está instalada en el lugar correcto.
9. Fije firmemente los tornillos de la caja de alimentación.
10 y 11. Ajuste los tornillos y cambie el accesorio al ángulo requerido.
    Entonces bloquéelo firmemente.
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