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Limited Warranty

For more information on our product warranty, visit rectorseal.com.

Description
Spartan ABS Secondary Drain Pans are engineered with superior one piece structural 
strength to produce a robust drain pan with rolled edges and no seams. Spartan ABS 
Secondary Drain Pans provide high temperature durability (-40°F to 170°F), high tensile 
strength, crack/split/leak/rust resistance. They feature a network of built-in risers, which 
are compatible with a wide variety of sizes of HVAC units and eliminate the need to shop 
around for additional risers or mounting blocks. Risers run the length of pan for better 
strength. Spartan ABS Secondary Drain Pans are compatible with AG-4200, as well as a 
full range of RectorSeal condensate switches. 

Spartan ABS Furnace Series Secondary Drain Pans offer all the same benefits of our 
Spartan ABS Series Secondary Pans and are specifically designed for the unique 
clearance needs of furnace installations and piping requirements.

 

Packaging

Code    Description Qty per Case Lbs per Case Cubic Feet
96344 Secondary Pan 50" x 30" x 4" 10 70 5.5
96345 Secondary Pan 63" x 31" x 4" 10 85 7.2
96348 Furnace Pan 64" X 34" X 7" 10 110 12.3
96349 Furnace Pan 79" X 34" X 6" 10 130 15.0

Applications
Secondary Pans:
• A/C Secondary condensate drain pan, 
collect condensate from evaporator coils 
in case of overflow
• Non hangable
• General Purpose for both furnace and air 
handler installation
Furnace Pans:
• Non hangable
• When greater clearance height is needed 

to accommodate piping under furnace

Characteristics | Features
• Economical ABS material 
• Crack resistant
• High temperature durability
• Nestable for easy storage
• Compatible with all RectorSeal 

condensate overflow switches
• 3 year warranty

U.S. Patent 7,878,019
U.S. Patents 9,074,812; 9,557,094 & 10,753,641 licensed from J.F.R. Enterprises, Inc.


